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Forespar Lightning Master
Lightning Master Static Dissipaters lower 
the exposure to a direct lightning strike by 
controlling the conditions which trigger direct 
strikes (i.e. they reduce the buildup of static 
ground charge and retard the formation of the 
ion "streamers" which complete the path for a 
lightning strike). The Dissipater employs the 
point-discharge principal to continually leak off  
the lightning causing ground potential in low amperage dissipation 
over a long period of time instead of the short duration. 

 ▪ Length: 21"
FRS 151100

Newmar Copper Ground Strap
 ▪ 10 mil thick x 2" wide copper ground strap
 ▪ 100' rolls

NEW GS-2"X100'

Guest Dynaplate Hull Bonding
and Grounding Plate
Reduces problems of RF interference, poor 
SSB or AM transmission / reception and poor 
reception of low frequency navigational bands 
such as Loran. Takes the ground away from 
your engine, providing a static-free line, eliminating interference 
and improving performance. Reduces the occurrence of electrolysis 
and galvanic corrosion due to diff erences between dissimilar 
metals. The bronze material serves as the next sacrifi cial metal 
on the galvanic scale after your zincs, providing another buff er 
against corrosion of stainless steel parts. Low drag, non-fouling 
shape scrapes clean with a wire brush. Each plate includes one gold 
plated mounting bolt and silver contact paste.

Part # Plate Size Equals Copper Sheathing  

GUE 4006 6" x 2" x 1/2" 12 sq ft

GUE 4012 12" x 3" x 1/2" 40 sq ft

Newmar Battery Integrators
 ▪ Enables charging of two separate banks without 
voltage drop, yet maintains 100% isolation at all 
other times
 ▪ For systems of three banks or more, an additional 
unit may be installed for each additional bank 
 ▪ Easy three-wire hook up for two bank systems
 ▪ Terminal for optional wiring of remote light indicating when 
battery banks are integrated 

NEW BI-100 12 volt, 100 amp
NEW BI-200 12 volt, 200 amp
NEW BI-24-100 24 volt, 100 amp

Sure Power Battery Separators
 ▪ Connects to primary battery, auxiliary battery and 
ground
 ▪No system modifi cations are necessary
 ▪Works with any type of 12V negative ground 
charging system 100 amps or less
 ▪Allows multiple batteries to be charged from one charging 
source
 ▪ Charges primary and auxiliary battery after 13.2V

SUR 1314A-B Uni-Directional
SUR 1315 Bi-Directional

Newmar Noise Filter
The interference or electronic "noise" 
generated by alternators, ignition systems, 
motors, etc., can render a vehicle or 
vessel's radio or other electronic equipment 
virtually useless. This interference takes the form of popping or 
static on radios or audio gear and garbled images or "hash" on 
video displays.

These specialized fi lters can be used singly or in combination to 
attenuate conducted line noise, either at the aff ected equipment or 
at the noise source.

 ▪Audio – 200 MHz 
 ▪Heavy duty aluminum construction 
 ▪ 6-48VDC systems
 ▪ Integral mounting fl anges
 ▪ Brass stud connectors on alternator fi lters
 ▪ Colour coded wire leads

NEW PC-10

FTZ Surge Suppressors
 ▪ For protecting sensitive on-board marine 
electronics
 ▪Mitigates electrical surges and fi lters out 
electrical noise, the causes of both immediate 
and long-term damage to marine electronics
 ▪ Parallel wired to protect your entire electrical 
panel without draining boat's batteries
 ▪ 2,000 amp peak surge rating
 ▪Voltage Responsive Circuitry protects the electrical 
system from impulse surges
 ▪ Frequency Responsive Circuitry fi lters out electrical noise 
which disrupts and damages sensitive electronics
 ▪ Small, compact size can be installed virtually anywhere 
on your boat's electrical system
 ▪ Encapsulated for a superior watertight seal and vibration 
resistance
 ▪W: 2-3/4" x L: 3-1/2" x H: 1"

FTZ FDMA-212HWA 12V
FTZ FDMA-224HWA 24V

Charles Industries
Marine Isolation Transformer
The ISO-G2 provides reliable, aff ordable AC 
system protection and meets ABYC standards 
as a single-unit alternative to using a galvanic 
isolator/status monitor combination.
Function:

 ▪ Isolates onboard systems from potential shore-side 
power hazards
 ▪ Provides effi  cient, clean power for onboard systems

Features:
 ▪ 3.6 kVA, 30 Amps, 60 Hz, 120 VAC
 ▪ Terminal block included for easy connections
 ▪ Full current carrying shield
 ▪Whisper-quiet operation
 ▪Designed specifi cally for marine environments
 ▪Meets ABYC and NMMA standards
 ▪ 9.65" x 10.5" x 9"
 ▪Weight: 76 lbs
 ▪Made in the U.S.A.

CHA 93-ISOG2/6-A

Isolation Transformers / Surge Suppressors / Corrosion Control



EL
EC

TR
O

N
IC

S
340

Newmar Galvanic Isolators
Installing a galvanic isolator between the AC 
safety ground and DC bonding system, blocks 
a majority of the low voltage currents, and 
corrosive action on the zincs is signifi cantly reduced. This means a 
signifi cant savings in boat haul-out fees and zinc replacement costs. 
For additional safety, the units feature a large capacitor, providing a 
secondary low impedance path for sending AC current to ground.

Part # Amps lbs Dimensions

NEW GI-30 30  2.45  2.7" x 4.8" x 7.3"

NEW GI-50 50  3.2  4.5" x 4.7" x 8.9"

ProMariner
ProSafe FS Galvanic Isolator
ProSafe FS installs easily and does not 
require a dedicated monitor to verify the 
operational status of the galvanic isolator 
as required by non FailSafe Certifi ed 
galvanic isolators.
▪ Built on a robust FlatPack 

semiconductor platform (in the event of a failure, the 
ground continuity on-board is not compromised when 
connected to AC Shore Power)
▪ABYC A-28 July '08 Compliant and Fail Safe Certifi ed
▪ Certifi ed by Underwriters Laboratories (UL)
▪ Robust high power diodes
▪ Ignition Protected
▪Meets ISO 8846, can be mounted in an engine room
▪ Shore cord inlet compatibility: Single 15, 16, 20 or 30
▪Gold plated terminations
▪ Input: 120 VAC, 50/60Hz
▪ L: 6.75" x W: 7" x H: 2.5"
▪ 3 lbs
PRO 22034

Seaguard
Digital Corrosion Test Meters
▪ Colour test results
▪Quick response times
▪ Easy to use and customize
▪Quick release lock connectors for both the 

reference cell and the alligator clip 
▪Measurement range: -2.5V~+2.5V
▪Accuracy: 0.5%
▪Display: 1.8" TFT, Resolution: 320 x 220
▪ Choose the STANDARD model for Zinc reference cell
▪ Choose the PROFESSIONAL model for Silver and 

Silver Chloride reference cell
SEA SEACORB* Standard
SEA SEACORP* Professional

* Request Items

Maddox
Shaft Straps
▪ Spring tension for easy installation and use
▪ Tinned copper braid strap for superior operation
▪ Back up bonding features for redundancy
▪ Tested over 4.500 hours of operation
▪ 11 positioning holes to suit most drive shafts
▪ 316 marine grade stainless steel pivot arm and mount
▪ Includes conductive lubricant for best effi  ciencies
▪ Spring loaded locking pins for easy adjustment
▪MPS.SS07, recommended 1-4" shafts, 320mm braid length
▪MPS.SS10, recommended 3-6" shafts, 430mm braid length
▪ 250mm long x 24mm wide stainless arm
MAD MPS.SS07 Shaft strap
MAD MPS.SS10 Commercial shaft strap

► Also See Conductive Grease   pg 537

Corrosion Control


