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Caframo Ecofan Airmax Fan
 ▪Highest performance Ecofan 
 ▪ For use on freestanding wood stoves with a 
surface temperature between 150°F - 650°F 
(65°C - 350°C) 
 ▪Generates its own electricity using the heat 
of the stove 
 ▪ 150 CFM output
 ▪Greater airfl ow & velocity at lower stove 
temperatures 
 ▪Designed for use on new EPA stoves 
 ▪ Two year warranty

CAF 812AM-BBX

Caframo Ecofan UltrAir Fan
 ▪ For use on freestanding wood stoves with a 
surface temperature between 150°F - 650°F 
(65°C - 350°C) 
 ▪Generates its own electricity using the heat 
of the stove 
 ▪ 105 CFM output
 ▪Greater airfl ow & velocity at lower stove 
temperatures 
 ▪W: 5" x H: 10.875" x D: 5.5"
 ▪ Two year warranty

CAF 810CA-BBX

Caframo Ecofan Original
 ▪ For use on freestanding wood stoves with a 
surface temperature between 230°F - 650°F 
(110°C - 345°C). 
 ▪Generates its own electricity using the heat 
of the stove 
 ▪ 100 CFM output (cubic feet per minute)
 ▪Greater airfl ow & velocity at lower stove 
temperatures 
 ▪ L: 3" x W: 5.5" x H: 8.5"
 ▪ Two year warranty

CAF 800CAXBX

Caframo Tiny Tornado II Fan
 ▪ Compact high performance 
 ▪ Seven position head, combined with 
suction cup and clip 
 ▪Uses one 'D' size battery 
 ▪Moves up to 75CFM 
 ▪One year warranty 

CAF 827CA-TCS Charcoal

Sea-Dog 12V Clamp-On Fan
 ▪ .28/.38 amps. 3.4/4.5 watts
 ▪ Black ABS housing
 ▪ Clamp on mount fan
 ▪ Comes with a 6 ft. cord and plugs
into a 12V power socket
 ▪ Integral high/low speed switch included
 ▪H: 10" x W: 5-5/16" x D: 4-1/4"

SED 450110-1

Caframo AC Chinook Fans
 ▪ 7" 'fi nger-safe' soft plastic blade 
 ▪Airfl ow is not blocked by a grill
 ▪ Two speed, 120V AC, 60 HZ 
 ▪High  210 CFM, low 138 CFM 
 ▪ Two year warranty

CAF 707CH-BBX Black
CAF 707CH-WBX White

Caframo 12V Ultimate Fans
 ▪ 2 speed (CFM: 150-200)
 ▪@12VDC: Low .28A, High .41A
 ▪ Plastic housing with soft plastic blade
 ▪ Pivots up/down and swivels sideways
 ▪ Comes with two mounting bases, 
sure grip suction cup and 
permanent screw down base
 ▪H: 7" high, 6' cord
 ▪One year warranty

CAF 747DC-WCS White
CAF 747DC-BCS Black

Same as 747 except permanent screw down base 
only, no DC plug, ready to wire in.

CAF 757DC-WBX White
Parts:

CAF 747-01-WBG Fan blade only

Guest 12V Stow-Away Fan
 ▪ 12V, 0.8 Amps 
 ▪ Built-in on/off  switch
 ▪Mount on wall, ceiling or dash
 ▪ Rotating louver directs air fl ow
 ▪ Fan folds out of the way when not in use
 ▪Dimensions: W: 5-1/2" x H: 6-3/4' x D: 1-3/4"
 ▪ Installation hardware included
 ▪One year warranty

GUE 902 Light grey
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Caframo 12V Sirocco II Fans
 ▪Gimbaled design
 ▪ Three speeds (CFM: 125-155-185)
 ▪ Four preset timer settings (3/6/9 or 12 hours)
 ▪Ultra quiet long-life motor
 ▪ 12/24 Volt Auto-sensing capability
 ▪@12VDC: Low .12A, Med .22A, High .35A
 ▪@24CDV: Low .06A, Med .11A, High .21A
 ▪ L: 3.9" x W: 9.5" x H: 12.2"
 ▪ 2 year warranty

CAF 7010CABBX Black
CAF 7010CAWBX White

Caframo 12V Bora Fans
 ▪ 3 speeds touch controls (CFM: 100-130)
 ▪ Full grills on both front and back 
 ▪ Built in handle for easy positioning  
 ▪ Fan can be swivelled side to side as well as 
up and down 
 ▪ Long-life motor 5000+ hour
 ▪ Blades 5" 
 ▪@12VDC: Low .15A, Med .18A, High .24A
 ▪@24VDC: Low .10A, Med .14A, High .18A
 ▪H: 9" x W: 6.3"x D: 3.9"  
 ▪Material: UV FR ABS 
 ▪ Two year warranty

CAF 748CA-BBX 12VDC, black
CAF 748CA-WBX 12VDC, white
CAF 748CA24-BBX 24VDC, black

Hella 12V Turbo Fans
 ▪ Can be turned and pivoted in all 
directions, and locked in position
 ▪ Side, upright or pendant mounting
 ▪Very quiet operation
 ▪ 150mm dia. fan blade with guard
 ▪ Pre-wired with 140mm cable
 ▪ Two speed switch

- Speed I: 70 litres / second
- Speed II: 95 litres / second

 ▪Draws 0.3 / 0.5 amps, 6.5 watts @ 12VDC
 ▪H: 7-5/8" x W: 7-1/4" x D: 3-3/4"

HLA 003361022 White
HLA 003361002 Black

Guest 12V Cabin Fan
 ▪Oscillates 120o horizontally, or 
can be operated from a stationary 
position
 ▪ Rotating louver directs airfl ow 
 ▪ Built-in on/off  switch 
 ▪ 12V DC operation, 1.2 amp draw 
 ▪ Translucent fan blades 
 ▪ 7.5" vinyl-coated fan guard 
 ▪Mounting base dimensions: 3.375" L x 1.5" W 
 ▪ Stands 8" from mounting surface

GUE 900

Caframo 12V Kona Fans
 ▪Weather resistant extruded aluminum body & 
UV stabilized plastic fan
 ▪ IP55 rated to withstand spray and dust
 ▪ Includes a 12V lighter plug
 ▪ Cam lock suction cup for quick mounting and 
bracket for permanent mounting 
 ▪Adjustable tilting head 
 ▪Variable speed, long-life motor (CMF 110-240)
 ▪ 12VDC: 0.19A-0.37A
 ▪ 24VDC: 0.08A-0.18A
 ▪ Stainless fasteners
 ▪W: 7.7" x H: 9.3" x D: 7.7"
 ▪ Two year warranty 

CAF 817CA-BBX Black
CAF 817CA-WBX White

Caframo Maestro 12V Fans
Wired remote pendant control can be surface or 
fl ush mounted. Ideal for berthing areas, main 
salon, cockpit or galley. Fan can be swivelled for 
airfl ow in any direction. 

 ▪Variable fan speed 
 ▪Whisper quiet, 150 CFM cooling comfort 
 ▪ Switch has LED blue or night vision red light 
 ▪ Locate wired remote pendant control up to 6' 
from fan 
 ▪ Remote can be surface or fl ush mounted 
 ▪ Protective front/back grill
 ▪H: 9.0'' x W: 6.3'' x L: 3.9"
 ▪ Two year warranty

CAF 7482CAWBX White
CAF 7482CABBX Black

Flush or surface 
mount remote
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Sea-Dog 12V Fan
 ▪ .28/.38 amps. 3.4/4.5 watts
 ▪ Black ABS housing
 ▪ Suction cup mount fan
 ▪ Comes with a 6 ft. cord and plugs into a
12 volt power socket
 ▪ Integral high/low speed switch included
 ▪H: 8-1/4" x Dia: 5-7/8" x D: 4-3/4" 

SED 450120-1

Wesmar 12V 2-Speed Fan
 ▪ Two-speed fan, with integral switch
 ▪All metal fan and cage are connected to the 
aluminum base by a spring loaded 
ball-joint swivel
 ▪Motor draws 1.4 amps at 12 volts @ 12VDC
 ▪ Blade diameter: 6-1/2"
 ▪H: 8-3/4" x Dia: 7-1/4"

WES FC1000-12V

Caframo
TAKU 12V Hatch Fan

 ▪ For hatches 19" across and larger
 ▪ 3 comfort speeds (CFM: 100-500)
 ▪ Turbo air blast setting
 ▪ Sealed brushless motor
 ▪High effi  ciency LED light
 ▪ Secure suction mount (no drilling required)
 ▪ 360° rotation for limitless positioning
 ▪Draw: 12VDC High 1.55A, Med 0.46A, Low 
0.17A, Turbo 4.3A 
 ▪ABS plastic blade: 5" 
 ▪Dimensions: 14.2" x 11.6" x 12.6"
 ▪ Two year warranty

CAF 7620CA-WBX

Delta T
12V Axial Fans

 ▪ CE Labeled with integrated safety guard and reversible hub/
blade assembly
 ▪ Flanged shroud made of glass fi lled nylon
 ▪Marinized sealed DC direct drive motor
 ▪Motors have die cast aluminum end plates, O-ring seals, 
stainless steel shafts and a tough black Tefl on epoxy coating
 ▪ Ignition proof construction, conforms to J1171, ISO 8846 and 
ISO 9097
 ▪H: 12" x W: 12-3/8" x D: 3-9/16"
 ▪ 5 lbs

DTS 500-311122-IP 12VDC 
DTS 500-311242-IP 24VDC

Eva-Dry Renewable Dehumidifi er
 ▪No more disposable crystals
 ▪ Safe, non-toxic, natural defense against moisture and mildew
 ▪ Requires no batteries or cords for use
 ▪ Lasts 30-60 days before renewing (12-16 hrs 
with an AC outlet)
 ▪ 100% renewable, works up to ten years
 ▪ Spill and mess-free; non-toxic
 ▪ Child and pet safe

EVA E-500 500 cubic feet

Eva-Dry Electric (AC) Dehumidifi ers
 ▪ Powerful, quiet and effi  cient
 ▪High capacity dehumidifi ers uses thermal 
electric Peltier technology; no compressor
 ▪ Removable water tank
 ▪Auto cut-off  with LED indicator
 ▪ 110V with power cord
 ▪ 1 year limited warranty

 ▪Water Tank Capacity: 16 oz
 ▪W: 6" x D: 4-1/2" x H: x 8-1/12"
 ▪Weight: 3.5 lbs

EVA EDV-1100 1100 cubic feet

 ▪Water Tank Capacity: 32 oz
 ▪W: 5-1/12" x D: 5-1/12" x H: x 8-1/12"
 ▪Weight: 2.5 lbs

EVA EDV-1200 1200 cubic feet

 ▪ Built-in humidistat, allowing you to set 
your desired RH level and change the 
fan speed on the unit to customize your 
environment
 ▪Water Tank Capacity: 37 oz
 ▪ Removable soft drain plug, used with 
provided 36" drain hose
 ▪W: 7-1/12" x D: 7-1/12" H: x 12-1/12"
 ▪Weight: 2.5 lbs

EVA EDV-2400 2400 cubic feet

 ▪Water Tank Capacity: 20.5 oz
 ▪W: 9" x D x 5-3/4" x H: 13-1/2" 
 ▪Weight: 7.0 lbs

EVA EDV-2500 2500 cubic feet


