
M
A

IN
TEN

A
N

C
E

537

MAD MPS.CG50 Conductive grease, 50 ml syringe

The appropriate size anode for any one vessel 
depends on the type, volume and surface area 
of the submerged metals to be protected.

Maddox Anodes
 ▪Maddox are the only low voltage anode designed to eff ectively 
protect bronze and stainless steel parts on composite and 
wooden vessels by creating a more effi  cient pathway for 
cathodic protection.
 ▪ By generating more effi  cient galvanic currents - common issues 
associated with overprotection are remarkably reduced. Vast 
improvements to coating performance and reduction of marine 
growth are experienced.
 ▪Maddox Anodes are cadmium free and environmentally 
friendly.

MAD MPS.MA200 Anode 200MM, 7-3/4" x 4.5" x 1-1/2"
MAD MPS.MA300 Anode 300MM, 11-3/4" x 4.5" x 1-1/2"
MAD MPS.MA500 Anode 500MM, 19-1/2" x 4.5" x 1-1/2"
MAD MPS.MDXBT Bow button, 3/4" x 1-1/2" diameter
MAD MPS.MDXSW Small wedge, pair, 2-3/8" x 3-1/2" x 1"
MAD MPS.MDXWD Large wedge, 3" x 9-1/4" x 1-3/8"

Maddox Electrolysis Blocker
This approved galvanic isolator is designed to block corrosion 
causing current that travels between vessels at a marina using a 
common shore power connection. Compact and easy to install.

 ▪AS/NZS standards approved in compliance with ABYC A28 
requirements & ISO standards
 ▪ 67A AC current rating with a 5000A fail safe rating
 ▪ Ignition-proof
 ▪Waterproof-solid state components - no service required
 ▪ Proven high performance heat sink and design
 ▪ 5-1/2" x 2-1/4" x 4"

MAD MPS.EB67

Corrosion Control / Anodes

HULL MATERIAL vM RANGE 

Fibreglass -550 to -900

Wood -550 to -600

Aluminium -900 to -1100

Steel -800 to -1050

Non-Metallic W/ 
Aluminium Drives -900 to -1050

Maddox
Portable Reference Anode
The Silver/Silver Chloride (Ag/Ag/Cl Reference Electrode is 
designed to be used to identify the electrical potential generated 
by metals in water like drive shafts, eye brackets or through hull 
fi ttings. Using those results you can determine a vessels optimum 
level of cathodic protection.

 ▪Quickly and accu rately check for signs of gal vanic corrosion
 ▪Used effi  ciently with any good quality digital multi meter
 ▪ 12 meter lead

MAD MPS.PRE12
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► Also See Maddox Shaft Straps   pg 340

► Also See Seaguard Corrosion Test Meter   pg 340
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Martyr® is a registered trademark of Canada Metal (Pacific) Limited. Martyr® Anodes are manufactured 
under an ISO-9000 series Quality Assurance Program to original equipment standards and are guar-
anteed to conform to the latest US Mil-DTL-24779C(SH) specification for Aluminum anodes. 

Check anodes regularly and replace them when they are 70% consumed.

Protect your boat, respect our waters.

OUTBOARDS
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Kits available for 
Mercury, Yamaha & Volvo

Protects longer and is more efficient than Zinc. 

Protect your investment in salt and brackish water with genuine Martyr®Anodes because... 

Not all “Zincs” are created equal.

sales@martyranodes.com • www.martyranodes.com

See your dealer for full listing.

STERN DRIVES




